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OF THIS BUILDING EXIST

BUILDING 1017

B~di-g 1017, police station m~i. preciact house may have been the om~y rer0~inlng
Fort Lewis building wit.h no former number; it is simply identified as the ’OId Bank’
in real estate records. Unllkc other bailtll.~ of it’s 1935 era of comprehensive
pl~n.ing and unified Goorg~ Revival architecture, thi~ privately designed and
~cted structure e~’bits an It,ll.- Romanesque architectural style in the
rounded treatment of doors and paired windows, it’s tile hipped roofs and in the
Sienaese treatment of the primary entry which is articulated by the contrasting color
of spriagstor~ keystone aad quarterstoue voussoirs. Cohesivene~ an invit~mg
b,~man scale and an appropriate sense of place is obtained by the sensitive use of
matching brick, stone and roofing° This small and charming building was
constructed by the now defunct, Natio-~! Bank of Wa~hi,,gton and surrendered to
the government in 1959. One interesting interior feature which rem~i-~ in use
today is the ot~rarlng and decorative Victo6~n cast iron vault door which guards
secure jail storage.
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BUILDING 1017

CONDITION SURVEY

I*

2.

3.

4.

5.

Cracked glass in half-round transoms - east side and south side.

Poor pointing repair work at cornice of one-story wing.

Soil build-~ap and moss on masonry. Repointhng needed, particularly in a~a_._s around
downspouts. Major vertical crack through mortar joints on south side, full height of walL
Previous repair attempt has failed.

Two vertical cracks in foundation, south side.

Reflective film on windows is detrimental to the historic app~__rance of this building - remove
visually intrusive, reflective film and replace with new non-r~flectiye, low emi~siti,ity (Low E)
mm.

All windows are highly weathered and need to be reconditioned and refinished. Many panes
of glass are broken and putty has fallen out.
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BUILDING 1017

MMNTENANCE AND REPAIR NOTES

1. CRACKED GLASS
a. Rephce glass. See illustration of G1~,,~ repair.

2. REPOINTING AT CORN’ICE
a. Clean off alI ¢~¢cess mortar from previous repo’mfing,
b- Rake out jolts and repoint again if necessary for an acceptable repair.

3. REPOINTING - GENERAL

a. Refer to article on "Brick Masonry Wa/Is’. Clean ,~a~onxy and rcpoint accordingly.
b. Consuk a preservation structm~ engineer for repair of major wall cracks.

4. FOUNDATION CRACKS
a. Consuk a preservation structural engineer for analysls and repair of cracks.

5. REFLECTIVE FILM
a. Remove an ~ film aFplled to gl~$.

6. WINDOWS
a. Rew.ondition windows acr.~ding to proce.durcs outlined in articles on "Wood W’mdows"

and related ilhstratiom~
b. Rcphce all brolum glass.


